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Washington, DC 20234.), or, alter-
natively, its calibration shall be devel-
oped by transfer calibration methods 
with an NBS calibrated flux meter. 
This latter calibration shall make use 
of the radiant panel tester as the heat 
source. Measurements shall be made at 
each of the nine dummy specimen posi-
tions and the mean value of these re-
sults shall constitute the final calibra-
tion. 

(c) Recommendation. It is rec-
ommended that each laboratory main-
tain a dedicated calibrated reference 
flux meter against which one or more 
working flux meters can be compared 
as needed. The working flux meters 
should be calibrated according to this 
procedure at least once per year. 

§ 1209.9 Labeling requirement. 
(a) Manufacturers, importers, and 

private labelers of cellulose insulation 
shall place on all containers of cel-
lulose insulation the following state-
ment: 

This product meets the amended CPSC 
standard for flame resistance and corrosive-
ness of cellulose insulation. 

To meet this requirement manufactur-
ers, importers, and private labelers 
may use any type of label, including 
one which is pressure sensitive or glued 
on, provided the label is made in such 
a manner that it will remain attached 
to the container for the expected time 
interval between the manufacture of 
the product and its installation. 

(b) This label shall appear promi-
nently and conspicuously on the con-
tainer in letters which are at least one- 
fourth inch in height. The labeling 
statement shall be printed with legible 

type in a color which contrasts with 
the background on which the state-
ment is printed. 

§ 1209.10 Certification and enforce-
ment. 

(a) While this part 1209 prescribes 
test methods to determine whether cel-
lulose insulation subject to this in-
terim standard meets its requirements, 
the interim standard itself does not re-
quire that a manufacturer or private 
labeler test any cellulose insulation. 
However, section 14 of the Consumer 
Product Safety Act (15 U.S.C. 2063) re-
quires manufacturers and private label-
ers of products subject to safety stand-
ards to certify that the product con-
forms to the standard based on either a 
test of each product or a reasonable 
testing program. (Elsewhere in this 
issue of the FEDERAL REGISTER, 44 FR 
39983, the Commission has issued a cer-
tification rule that prescribes require-
ments that manufacturers and private 
labelers shall follow to certify that 
their cellulose insulation complies 
with the requirements of the amended 
standard.) 

(b) The Commission intends to use 
the test procedures set forth in this 
part 1209 to determine whether insula-
tion subject to the interim standard 
meets the requirements of the interim 
standard. 

§ 1209.11 Effective date. 
All cellulose insulation that is a con-

sumer product and that is manufac-
tured after October 15, 1979 shall meet 
the requirements of this standard, in-
cluding the labeling requirement of 
§ 1209.9. 
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